
Construction Management services for the New Lakeport Courthouse  
RFP Number:  RFP-FS-2021-25-AL 

ATTACHMENT 16 
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3.2.1.

• JUDGES PARKING (LOWER LEVEL) -- COVERED/SCREENED

• SALLYPORT (LOWER LEVEL) -- 5 VAN STALLS AT 15’ X 24’, SCREENED

• SERVICE LOADING (UPPER LEVEL) -- SCREENED

• SECURITY GATE/BARRIER

• VEHICLE GATE AT SITE ENTRANCE

1.

2.

3.

4.

4.

4.

5.

3.5  SITE PLAN OPTIONS - EAST 

ACCESSIBLE PUBLIC 

SIDEWALK FROM 

LAKEPORT BLVD.

ENLARGED SALLYPORT AND LOADING PLAN

For Sallyport security requirements, refer to Board of State and 

Community Corrections (BSCC). At Sallyport and In-custody Transport 

Enclosure, Security gate/physical and visual barrier to include:

• Solid gate ( not a drop arm, etc.) to limit views of judges driving by.

• Remote Access Control - camera and phone line to front security 

office controls. 

• Visual Screening - vertical and overhead

At Trash/Loading enclosure

• Remote Access Control - camera and phone line to front security 

office controls. 

• Visual Screening - not security screening (no overhead)

• Vehicle and pedestrian deterrent barriers

NOTE:  Coordinate Exit path/route to isolate from secure areas and 

prevent public access to controlled areas.
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3.5  SITE SECTIONS - EAST 

EAST BUILDING - SECTION AT MECHANCAL WELL

EAST BUILDING - SECTION AT BACK-OF-HOUSE ENTRIES

UPPER LEVEL

LOWER LEVEL

Equipment 
Well

CONE OF VISION
Maximum Building Elevation = 1416’

HOBERG
VISTA 
POINT

+10 FT. ABV. SURFACE PARKING

P
ro

p
. L

in
e

PUBLIC LINE OF SIGHT

Sallyport Loading

Judges’ Parking

CONE OF VISION
Maximum Building Elevation -1416’

HOBERG
VISTA 

POINT

Building and all appurtenances must comply with Cone-of-

Vision requirement including all mechanical equipment or 

roof enclosures as well as elevator and stair projections.  Site 

elements such as trees, shade or visual security canopies, light 

fixtures and flag poles must also comply.

SITE SECTIONS - EAST
See Exhibit 2 in the Appendix for large size image of Site 

Sections - East.

1. 2.

VISUAL SCREENING REQUIRED
Judges entrance and parking, and the Sallyport require visual 

screening from public view, and visual isolation between program 

functions.  Refer to CTCFS Security Requirements.

• Visually screen Judges entrance and parking from public 

view. 

• Visually screen Judges parking from Sallyport view

• Visually screen Sallyport from public view.

 see CTCFS 4.E, page 4.6

1.

2.

3.

3.
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3.5  SITE PLAN OPTIONS - EAST 

EAST BUILDING - 3D VIEW DUE NORTHWEST
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